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Self-lubricating Rod End Bearings Female Thread
Steel on Ptee-metallic Fabric Maintenance Free Series
SI...T/K
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Dimensions (mm) Load Ratings
Hodel No- M T8 | s Crpdzg G bW d | g [RS]ac | Dyn G |stat. Co Neignt (ke)
SI 5T/K 5 8 | 11.11 6 18 | M5x0.8 | 27 | 10| 36 | 4 9 (8.5]11]0.3| 13 5.7 6 0.016
S1 6T/K 6 9 | 12.70 [6.75]| 20 | Méx1.0 | 30 | 12 | 40 5111110 (131]0.3| 13 7.2 7.65 0.022
S1 8T/K 8 |12 [15.875| 9 24 | M8x1.25 | 36 | 16 | 48 5 |14 12.5{ 16 |0.3| 14 1.6 12.9 0.047
S1 10T/K [ 10 | 14 | 19.05 [10.5| 28 | M10x1.5 | 43 | 20 | 57 |6.5| 17 | 15 |19 |0.3| 13 14.5 18 0.077
S1 10-1T/K| 10 | 14 | 19.05 |[10.5| 28 [M10x1.25| 43 | 20 | 57 |[6.5| 17 | 15|19 |0.3| 13 14.5 18 0.077
SI 12T/K |12 | 16 |22.225| 12 | 32 |M12x1.75| 50 | 22 | 66 |6.5| 19 (17.5/ 22 |0.3| 13 17.0 24 0.100
SI 12-1T/K| 12 | 16 |22.225| 12 | 32 [M12X1.25| 50 | 22 | 66 [6.5| 19 |17.5] 22 |0.3| 13 17.0 24 0.100
SI 14T/K [ 14 | 19 | 25.40 (13.5| 36 | M14x2.0 | 57 | 25 | 75 8 | 22|20 |25|0.3| 16 24.0 3 0.160
SI 14-1T/K| 14 | 19 | 25.40 |13.5| 36 | M14xL5 | 57 | 25 | 75 8 | 22|20 |25|0.3| 16 24.0 31 0.160
SI 16T/K [ 16 | 21 |28.575 | 15 | 42 | M16x2.0 | 64 | 28 | 85 8 | 22|22 |27|0.3| 15 28.5 39 0.220
SI 16-1T/K| 16 | 21 |28.575| 15 | 42 | M16x1.5 | 64 | 28 | 85 8 | 22|22 |27|0.3| 15 28.5 39 0.220
S1 18T/K |18 | 23 | 31.75 [16.5| 44 | M18x1.5 | 71 | 32 | 93 | 10 | 27 | 25 | 31 |0.3| 15 42.5 47.5 0.320
S1 20T/K | 20 | 25 | 34.925| 18 | 50 | M20x1.5 | 77 | 33 | 102 | 10 | 30 (27.5| 34 |0.3| 14 42.5 57 0.420
SI 22T/K |22 | 28 | 38.1 20 | 54 | M22x1.5 | 84 | 37 | 111 |12 | 32 | 30 [ 38 |0.3| 15 | 57.0 68 0. 540
SI 25T/K |25 | 31| 42.85 | 22 | 60 | M24x2.0 | 94 | 42 | 124 | 12 | 36 (33.5| 42 |0.3| 15 68.0 85 0.720
S1 28T/K |28 | 35 | 47.6 24 | 66 | M27x2.0 | 103 | 51 | 136 | 14 | 41 | 37 | 46 |0.3| 15 86.0 107 0.820
SI 30T/K | 30 | 37 | 50.8 25 | 70 | M30x2.0 |110| 51 | 145 | 15 | 41 | 40 | 50 |0.3| 17 88.0 114 1100
S1 30-1T/K| 30 | 37 | 50.8 25 | 70 | M27x2.0 |110| 51 | 145 | 15 | 41 | 40 | 50 |0.3| 17 88.0 114 1100
S1 35T/K | 35 | 43 | 57.1 28 | 81 | M36x3.0 |125| 56 [165.5] 17 | 50 | 46 | 58 |0.3| 16 101 206 1600
S1 40T/K | 40 | 49 | 66.6 33 | 91 | M42x2.0 {142 | 60 |187.5/ 19 | 55 | 63 | 65 [0.3| 17 124 280 2400
S1 50T/K | 50 | 60 | 82.5 45 | 117 | M48x2.0 | 160 | 65 [218.5 23 | 65 | 65 | 75 |0.3| 12 308 485 5000

—Dimensions in mm

—For left—hand thread, suffix "L" is added to bearing number and thread sign,e.g. SIL 20T/K

-Sliding contact surfaces: Steel/PTFE composite material.

—Design and application features: Rod end of steel and zinc coated, with male or female thread;outer ring of bronze, with
sliding surface of PTFE composit material. maintenance—free;inner ring of carbon chromium steel, spherical surface with
chromium plating, It has characteristics of large load capability, easy mounting and dismounting and mechanism
simplification.
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